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(SEE SHEET 1)

MATCH LINE 2

SEE NOTES
ON SHEET 1

INSTALL: 6" PE CAP, END OF MAIN

INSTALL NEW SERVICE TO

15657 18 ST NE

BARRETT PET FOODS

@ 375' SCL 13 AVE NE

INSTALL: 6" PE 90 DEG ELL

INSTALL: 6" KEROTEST VALVE IN ROADWAY

EQUIP# 15370468

6" TRANS/SLEEVE

EXTEND: 6" PE CL-6, W

NOTE: INSTALL CP TEST POINT WITH ANODE AND

PLASTIC PIPE LOCATING STATION USING A

PIPELINE MARKER.

INSTALL: 4" ST 90 DEG ELL

EXISTING: 6" ST CL-F (F17471997)

INSTALL: 22' NCL 13 AVE NE

6" 3WAY TEE

6" ANSI300 INSULATOR

EXTEND: 6" ST CL-F, W

NOTE:

1. SEE 3WAY TEE DETAIL ON SHEET 1

PROP 6" PE CL-6 @ 15' N EDGE OF RD
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INSTALL PARALLEL RUNS OF SINGLE CUT

REGULATOR LOOPS @ 215' WCL CO RD 43

SEE SHEET 2 OF WO# 92649326 FOR REGULATOR

LOOPS DESIGN AND MATERIAL CALLOUTS
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3'-6" ST

CL-6

3'-6" ST

CL-F

INSTALL: 6" ST 90 DEG ELL

INSTALL: 6" ST 90 DEG ELL

INSTALL: 6" ST TEE

INSTALL: 6" ST TEE

50' MIN - 6" ST CL-F

50' MIN - 6" ST CL-6

INSTALL ABOVEGROUND 6" VALVE

ASSEMBLY @ 145' WCL CO RD 43

SEE SHEET 3 FOR DESIGN AND

MATERIAL CALLOUTS.

SEE DETAIL 1
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264-2020

(NEW)

PROPOSED SERVICE

SEE SEPARATE DESIGN

INSTALL: 6" ST 90 DEG ELL

6" X 4" ST CON REDUCER

EXTEND: 4" ST CL-F, E

I hereby certify that this plan, specification, or report was prepared

by me or under my direct supervision and that I am a duly Licensed

Professional Engineer under the laws of the state of Minnesota.

Signature: _____________________________________________________________________

Typed or Printed Name: ___________________________________________________

Date: _____________________ License Number: ________________________________

CORROSION TECH FOR AREA IS

PAUL TEESELINK, CELL 612-910-1378

4" ST CL-F

 6" ST CL-F

3'-6" ST

CL-6

3'-6" ST

CL-F

INSTALL GUARD POST (TYPICAL 16 PLACES)

SEE GUARD POST DETAIL ON THIS SHEET

N/A

PROP 4" ST CL-F @ 42' WCL

CITY WILL BE RECONSTRUCTION

ROAD IN THIS AREA. ENSURE

PIPELINE IS OUTSIDE PROPOSED

ROAD.

Kyle Brown
4/15/20 57268
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